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FULL RANGE FREQUENCY DESIGN

VERY WIDE DISPERSION PERFORMANCE
FLAT ALUMINUM SANDWICH CONE
NEODYMIUM MAGNET SYSTEM

« VERY LOW 2Znd AND 3rd DISTORTION

IT'S GOOD FOR FULL RANGE OR MID-
RANGE APPLICATION
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3" SANDWICH FULL RAMGE fMID RANGE

DIAPHRAGM MTL
SURROUND MTL
NOMINAL IMPEDANCE
DCR IMPEDANCE
SENSITIVITY 1W/1m
FREGQUENCY RESPONSE
FREE AIR. RESONANCE
VOICE COIL DIAMETER
AIR GAP HEIGHT

RATED POWER INPUT
MAXIMUM POWER INPUT
FORCE FACTOR, BL
MAGNET WEIGHT
MOVING MASS
FERRO FLUID ENHANCED
SUSPENSION COMPL.
EFFEC.PISTON AREA
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( oz)

SANDWYICH
Foam Rubber
4 0

3.6 &

g5 dB
H0-201 Hz
80 Hz

32 mm

2 mm
154y

30

472 Th
Meodymium
4.04 g

Mo

545.98 ubAn
0.0032 W=
0.015 mH
18 chm

1 mm

1.23 Litr.
0.29

1.54

0.35



