VISATZN

Technical Data:

FR16WP (#2136)

Fated power BO Wyatt
Maximum power 80 Watt
Mominal impedance 4 Ohm
Frequency response (10 dB) B0 - 15000 Hz
Mean sound pressure level g6 dB [1WWf1m)
Resonance frequency fs 85 Hz
Magnetic induction 1.0 Tesla
Magnetic flux 250 p Waher
Height of front pole-plate 4 mm
“oice coil diameter 20 mm
Height of winding B mm
Cutout diameter 142 mm
Met weight 0.7 kg
D.C. resistance Rdc 3.7 Ohm 17 50
Mechanical @ factar Gms 2,99 0180 oo
Electrical O factor Cles 155 o167
Tatal @ factor Qts 1,02 P
Equivalent walume “as 10|
Effective piston area 5d 120 cme
Dynamically moved mass Mms 8540
Force factor Bxl 3.2Tm /T
Inductance of the woice coil L 0,35 mH 24,5
Frotective system IP B5
Heat resistance a0ec
Colour schwarz J black
] o e S G B roaeonm £ S s et s .

I
|| |
-+

we

|
T

an

1
4
44 L

N

o |———

[ |
P,

] T

My

..

-
il
Vil
-

R I T ]

a79
2141



