VISATZN FRS5XTS (#2239)

Technical Data:

Rated power 5W
Maximum power 8 W
Mominal impedance Z 8 Ohm

Freguency response

Mean sound pressure
lavel

Opening angle (-6 dB)
Resonance frequency

120-20000 Hz
86 dB (1 W/1 m)
180°/4000 Hz

o 190 Hz
Voice coil diameter 14 mm
Cutout diameter 46 mm
Net weight 0,14 kg
D.C. resistance Rdc 7.7 Ohm
Mechanical Q factor 3 49
Gms
Electrical Q factor Qes 0.88 135
Total Q factor Qts 0.7 I'—
Equivalent valume VWas 0.231 N
Effective piston area 125 cm? o ra——
=d [~
Dynamically moved 0.7
SELY o Ty}
mass Mms @ 9 | |—-—--—-—
Force factor Bxl 267 Tm
Connections S min i) iz I =
28x0.8 mm(-) =
Temperature range =25 O i
- FREAGK
181704
Visaton FRS 5 X
Frequenzgang und Impedanz
SPL [dE] — Z [Chrn]
100 —- o 50

e mn)
70 20
£ / \ = 10

a0

20 a0 100 200 200 1000 2000 S000 10000 20000

— amplitude bei 1 Watk, 1m
— Impedanz [2hm]



